
Colours for windows and doors
Colours options of external aluminium cladding for windows, 
as well as internal and external colours for entrance doors.

Standard colours*

M916 HM113 HM735HM304HM817HM605 HM819

HM906HM704 HM907HM716HM722 HM721HM712HM739

HM803

Stainless-steel colours for 
external window cladding/doors

Stainless-steel colours****

EL01
Stainless-steel 
look matt

EL02
Stainless-steel 
look gloss

HDS Colours**

HDS05

HDS04HDS02HDS01

HDS07 HDS08

HDS03

HDS06

* Highly weather-resistant, except for M916 (facade quality)
** Intensive colour, variation possible.

*** For surface options HM (highly weather-resistant standard colour), HF (highly weather-resistant fine structure),
 HFM (highly weather-resistant fine structure metallic) a special, highly weather-resistant powder coating is used.

 **** Only possible on both sides of door frame
 ***** Real wood, not suitable for every installation site. Please check with your distribution partner.

hirest Colours*** 

HFM05HFM04 HF716 HF819

HFM22HF817 HFM21

HF704HFM01HF735HFM14HF916 HF113

HFM03HFM02 HF712HF739

HFM12HFM11



Special decor for the exterior of entrance doors

SD colours 

SD03 
Art-Concrete

SD05 
Art-Corten

SD06 
Art-Steel

SD07 
Art-Stone

SD08 
Art-Basalt

SD09 
Art-Carrara

SD10 ***** 
Antique wood

Special colours

Please note that not every colour is available for every window or door. 

Due to printing and manufacturing conditions, colour and structural deviations can occur 
between the illustrations and the original products.

Your Internorm 1st window partner will be able to show you the original colour samples.

The Internorm RAL colour programme offers a range of design  
options (facade quality). You can choose these colours for the exterior of the 
aluminium cladding and timber for the interior.

Timber standard colours for the interior of windows and doors

SPRUCE varnished 

WALNUT 

NU400

LARCH varnished 

LA600 LA604 oiled

OAK 

EI700 EI701 EI706 oiled EI707 oiled

TIMBER opaque 

H9016

FI500 FI501 FI503 FI505 FI510 FI511 oiled FI512 oiled

EI708 oiled

uPVC for window systems

uPVC white Available for the interior and exterior of all  
uPVC window systems.

EXCEPTIONS: KF 310 home pure, KF 410 studio, 
KV 350 and KV 440 are exclusively available as 
uPVC-aluminium systems

White

Interior 
Decor 

colours

Golden oak Brilliant white Cream white Dark grey

KF 510 ✗

KF 520 ✗

KF 310 ✗ ✗ ✗ ✗

KV 350 ✗ ✗ ✗ ✗

KF 410 
studio ✗ ✗

KF 410 
home pure ✗ ✗

KF 410 
home soft ✗ ✗ ✗

KF 410 
ambiente ✗ ✗ ✗

KV 440 
home pure ✗ ✗

KV 440 
home soft ✗ ✗ ✗

KV 440 
ambiente ✗ ✗ ✗

KS 430 ✗ ✗ ✗ ✗

Digital printing for uPVC window interior

Walnut natural Oak grey Oak black-grey Oak light Walnut red

Concrete grey Oak white Oak natural Oak olive grey Oak tobacco

Spruce natural

NOTE: I-tec Décor only available for KF 310, KF 410 and KS 430




